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The Secret of successful Brass Pzpe Installation 
lies in the threads ~ Use Genuine ARMSTRONG 
BRASS Pire Dirs ~ ~ avoid leaks and replacements 


. i or 
HES that are meant for Iron Pipe should user should own a complete set exclusively f 
eer pied on Brass Pipe. Expensive their BRASS PIPE. 
CakS and wasted pipe are bound to oc ; 
e are bounc sc: rass Pipe for 
cur. Brass Pipe cannot be caulked up and kept How to Thread B ip fi 


tight like Iron Pipe and for that reason . the Best Results 


poorly threaded job means expensive replace- E SURE dies are sharp and clean. Never 
ment. So as the trade may be absolutely free use dies that have threaded iron pipe on 
from the dangers of rejected installations and brass. Keep brass pipe dies for brass only. 
pice y jobs we have carefully designed the Use lard oil as a cutting medium. Thread un- 
Genuine Armstrong Dies for BRASS Pipe til pipe is flush with outer face of die. Clean 
oat thread and fitting carefully. Paint with thin 
The same time-honored principles and high lubricant. Three threads should show after 
grade workmanship that have made the Gen- fitting is made up. | 
uine Armstrong Iron Pipe Dies the favorites No dope or string is necessary with Genuine 


Armstrong Brass Pipe Dies. 
These guaranteed Dies do not 
roll up the pipe. Every Die is 
clearly engraved with “For 
BRASS PIPE Only,” for instant 
identification. The same Genu- 


for 54 years are embodied in 
these excellent Brass Pipe Dies. 
The Genuine Armstrong Dies 
for BRASS Pipe Only are so 
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a a eupaee ine Armstrong Stock that is used 
- d : , at present for iron pipe dies can 
ine Arm -P 22% ____ be used for BRASS Pipe Dies. 


ng Brass Pipe Dies are carried in Stock in the fo 
3, %, MH or 1 Inch, right or left, for No, | 
V4, 1% or 2 Inches, right or left, for 
tside Diameter) 14, %, 43 
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The following Gen uine 


ArmstronGc Pirz Toots 
can be used for “Brass ‘Pipe 


ARMSTRONG BRASS PIPE DIES should be used ONLY 
in Genuine Armstrong Stocks: 


No. 2 Armstrong Adjustable Stock equipped with Brass 
Pipe Dies #4 to 1 Inch—$10.00. 


No 3 Armstrong Adjustable Stock equipped with Brass 
Pipe Dies: 1 to 2 Inches—$21.00; 1% to 2 Inches—S$158.00. 


—————_—[—{{__Z_Z_ 
SPECIAL VISE JAWS for BRASS PIPE or No. 1 
Armstrong Vise only: 
1% Inch, % Inch or 1 Inch; I. P. Size—$1.25. 
1%4 Inches, 114 Inches, or 2 Inches; I. P. Size—$1.75. 
(Also made in O. D. Sizes.) 


No. 1 Armstrong Hinged Pipe Vise for %& Inch to 2% 
Inch Pipe—$6.00. 
—_—=_— 


ARMSTRONG PIPE CUTTER with 2 Cutterolls and 
one knife edge Cutterwheel. 
No. 1 cutting from % Inch to 1% Inches—$4.50. 


1 
No. 2 cutting from % Inch to 24% Inches—$6.00. 


ARMSTRONG NIPPLE CHUCKS 


No. 20 for %4 Inch to 1 Inch—$5.00. 
No. 30 for 1 Inch to 2 Inch—$7.00. 
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